ARCHITECTURAL PANEL SYSTEM
NOREX - L, TYPICAL DETAIL NO. REX -IC 2.03
HORIZONTAL JUNCTION AT A GIRT

#—— VARIABLE —
NOREX INSULATED WALL PANEL
POLYISOCYANURATE \
S
FACTORY APPLIED BUTYL R
IN PANEL JOINTS
5" NOREX WALL FASTENER
| 14 Ga. GALV. STEEL
P/N: 0310-00036
SEALANT
TEK SCREW #9 x 1"
WITH EPDM WASHER
AT 16" O/C (TYP.)
SEALANT
OR 1 x SCREW
BUTYL CONTINUOUS SEE THE SCREW AND GIRT
SELECTION GUIDE, NAHC 10,10
o FACTORY APPLIED BUTYL
SELF ADHESIVE L - IN PANEL JOINTS
VAPOR BARRIER MEMBRANE ;
1)
| | EXT.
STRUCTURAL ANGLE 3" x 3" (BY OTHERS) i
SEE THE SCREW AND GIRT 2
SELECTION GUIDE, NAI-IC 10,10 SEALANT IN JOINT
BEHIND MOULDING
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POLYETHYLENE STRIP
1/2" x 2" - DENSTITY: 21b/ FT*
P/N: 0307-00015

26 Ga. GALV. STEEL

-
1l
|
R \
VARIABLE HEIGHT
DECORATIVE BAND
STRUCTURAL GIRT (BY OTHERS) B
SEE THE SCREW AND GIRT N 1 or 2 x SCREWS
SELECTION GUIDE, NAI-IC 10,10 SEE THE SCREW AND GIRT
|~ T SELECTION GUIDE, NAI-IC 10,10
NOREX INSULATED WALL PANEL / \ PERFORATION REQUIRED

POLYISOCYANURATE FOR WATER DRAINAGE

5" NOREX WALL FASTENER
14 Ga. GALV. STEEL
P/N: 0310-00036

>~
THE LOWER PANEL MUST
BE RESTING ON A
- _’\4_ STRUCTURAL BASE
™
#DESSIN: REX-IC 2.03 REVISION: 2017-01-20 PAR/BY: M.D.

Norbec Architectural Inc.

norbecarchitectural.com e 97 de Vaudreuil, Boucherville, Quebec, Canada, J4B 1K7 e Tél.:(450) 449-1499 - Fax:(450) 641-4657




