ARCHITECTURAL PANEL SYSTEM
NOREX - L, TYPICAL DETAIL NO. REX - IC 4.01
EXTERIOR CORNER - EXAMPLE 1
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2 x @1/4" HEX. LOCK NUT

SELF ADHESIVE MEMBANE

3 x TEK SCREWS 1/4" x 1"

ON EACH SIDE OF THE

12" FASTENER CHANNEL
INSTALLED AFTER TIGHTENING
OF THE @1/4" HEX. LOCK NUT

A

6" FASTERNER CHANNEL
16 Ga. Min. GALV. STEEL
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Norbec Architectural Inc.

REVISION: 2018-10-25

| — 26 Ga. EXTERIOR CORNER

METAL TRIM SLIDE IN THE
24" FASTENER CHANNEL

12" FASTENER CHANNEL
16 Ga. Min. GALV. STEEL

URETHANE FOAM

2 x @1/4" CARRIAGES BOLTS
@ 4" o.lc.

PANELS AT 45°
(CUT ON SITE)

@1/4" HEXAGONAL NUT

CONTINUOUS BUTYL (Typ.)

2 x TEK SCREWS 1/4"-14
@ 1" o./c. ON EACH SIDE OF
THE 6" FASTERNER CHANNEL

NOREX INSULATED WALL PANEL
POLYISOCYANURATE
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