® ARCHITECTURAL PANEL SYSTEM
NOREX - L, TYPICAL DETAIL NO. REX - IC 5.06

WINDOW JAMB

SEALANT OR
CONTINUOUS BUTYL

STRUCTURE (BY OTHERS)
SEE THE SCREW AND GIRT
SELECTION GUIDE, NAI-IC 10,10

26 Ga. GALV. STEEL
PREPAINTED TRIM
(BY OTHERS)

PLYWOOD
(BY OTHERS)

WINDOW FRAME
(BY OTHERS)

——

SELF ADHESIVE
VAPOR BARRIER MEMBRANE

CONTINUOQUS BUTYL

26 Ga. GALV. STEEL
PREPAINTED TRIM
(BY OTHERS)

1/2" Min.

FILL THE CAVITY WITH
COMPRESSIBLE INSULATION

™

#DESSIN: REX-IC 5.06
Norbec Architectural Inc.

@ 16" 0/C

TEK SCREW #8 x 3/4"

“ OPTIONAL **
COVER CAPPING
26 Ga. GALV. STEEL
(BY OTHERS)

** OPTIONAL **
SPRAYED URETHANE

SEALANT OR
CONTINUOUS BUTYL

A#—— VARIABLE ——

SEALANT OR
CONTINUOUS BUTYL

NOREX INSULATED WALL PANEL
POLYISOCYANURATE
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