ARCHITECTURAL PANEL SYSTEM
NOREX - H, TYPICAL DETAIL NO. REX - IC 8.03
INSULATED FOUNDATION - EXAMPLE 2

AVAILABLE WIDTH: 24", 30", 36" or 41 1/2"

#— VARIABLE ——

NOREX-H INSULATED WALL PANEL
/ POLYISOCYANURATE

FACTORY APPLIED BUTYL
IN PANEL JOINTS

1x SCREW
SEE THE SCREW AND GIRT \
SELECTION GUIDE, NAI-IC 10,10

NOREX-H CLIP 3 x HOLES
14 Ga. GALV. STEEL
P/N: 0310-00024

15/16" or 9/16"
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STRUCTURAL GIRT (BY OTHERS) \ ; rggﬁ'aggggmgﬁlNG i
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SELECTION GUIDE, NAI-IC 10,10 b b
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BUTYL CONTINUOUS \
SELF ADHESIVE
VAPOR BARRIER MEMBRANE \

STRUCTURAL ANGLE 3" x 3"
x 3/16" MIN. THICK. (BY OTHERS) \

FLUTE OF
3/4" x 3/4" or 3/8" x 3/4"

FACTORY APPLIED BUTYL
IN PANEL JOINTS

CONTINUOUS FASTENING CHANNEL
16 Ga. GALV. STEEL

POLYETHYLENE STRIP
DENSTITY: 21b/FT*

TEK SCREW
21/4™14 x 1" @ 16" C/C.
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