
NOREX-H PANEL

CONTINUITY OF
BUTYL PIGTAIL FOR

VAPOR BARRIER

FACTORY APPLIED BUTYL
SEALANT IN EACH

HORIZONTAL PANEL JUNCTION

6" Min.

SIKALASTOMER 511

NOREX-H CLIP 3 x HOLES
14 Ga. GALV. STEEL
P/N: 0310-00024
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TEK SCREW

FIRE SEALANT

ANGLE TRIM

OMEGA TRIM, 7/8" x 3/4" x 7/8"
PREPAINTED GALV. STEEL 22 Ga.

TEK SCREW #8x 3/4" @ 12" O./C.

A - A

DETAIL: A - A

FINISHING CAP 3/8" x 3/4" x 3/8"
PREPAINTED GALV. STEEL 22 Ga.

TEK SCREWFIRE SEALANT

3/4" x 3" x PANEL WIDTH

FILL GAP WITH FIRE
RESISTANT CAULKING

FILL GAP WITH FIRE
RESISTANT CAULKING
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( DEPTH = 3/4" )

SEE TOLERANCE FLATNESS AS INDICATED
NOTE:

IN THE NOREX SPECIFICATION GUIDE
(http://www.norbecarchitectural.com)

(HILTI CFS-S SIL GG)(HILTI CFS-S SIL GG)
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ARCHITECTURAL PANEL SYSTEM
NOREX - H, TYPICAL DETAIL NO. REX - IC 8.17
VERTICAL JUNCTION
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