ARCHITECTURAL PANEL SYSTEM
NOREX - L, TYPICAL DETAIL NO. REX - REF 3.01
PARAPET WITH PLYWOOD

IMPORTANT NOTE": IN ORDERTO LIMIT THE DEFLECTION AT THE EDGES OF THE ROOF, 10
THE EDGE BEAM VERTICAL DEFLECTION MUST CONFORM TO APPLICABLE CODES FBT(ES?:_INET'ES?) TRIM
FOR STEEL STRUCTURE CALCULATION (REFER TO STRUCTURAL ING.), 1 ;

WITHOUT BEING GRATER THAN 1 IN.

PLEASE CONTACT NORBEC SHOULD YOU REQUIRE MORE INFORMATION. SPRAY FOAM (1" @ 2')

===

I 26 Ga. CAPPING

GALVANISED METAL MOULDING
3/4" PLYWOOD,
WOOD ANy GRS | VERTICAL JOINT TO BE SEALED

AT MEMBRANE JONCTION

It i

BUTYL R

FACTORY APPLIED BUTYL
IN PANEL JOINTS

VARIABLE
12" Min

/AN AV N

INT. THERMAL BREAK (2" Min.)
) (FIELD CUT)
SEALANT IN INTERIOR 4
JOINT ON ALL HEIGHT 4 %
OF THE PARAPET

7
BRI ERES (4

NOREX INSULATED WALL PANEL
POLYISOCYANURATE

b = = = = ———————— ]

SPRAY FOAM
1/2" @ 1" GAP REQUIRED
(BY OTHERS)

VAPOR BARRIER MEMBRANE
FOR FREEZER (OPTIONAL)
SEE ARCHITECT DESIGN

5" NOREX WALL FASTENER
14 Ga. GALV. STEEL
P/N: 0310-00036

2 x SCREWS

SEE THE SCREW AND GIRT
SELECTION GUIDE
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