® ARCHITECTURAL PANEL SYSTEM
NOROC - L, TYPICAL DETAIL NO. ROC -IC 3.04
JUNCTION ON A PARAPET (ALIGNED WITH THE FRONT)
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NOROC WALL PANEL
MINERAL FIBER \
t —————— VARIABLE
FACTORY APPLIED BUTYL F
IN PANEL JOINTS
5" NOREX WALL FASTENER
14 Ga, GALV. STEEL
PIN: 0310-00036
SEALANT 1 x SCREW
OR SEE THE SCREW AND GIRT
BUTYL CONTINUOUS SELECTION GUIDE
NAI-IC 10,10
h POLYETHYLENE STRIP
"L" FOLDED PLATE & WELDED 1/2" x 2" - DENSTITY: 2 Ib/ FT?
(BY OTHERS), FOR MIN. THICK. P/N: 0307-00015
SEE THE SCREW AND GIRT ;
SELECTION GUIDE L i BACKER ROD FOAM WITH
NAI-IC 10,10 3" Min. i SEALANT AND WEEP HOLE
i AT EACH PANEL JOINT
i
! FINISHING TRIM
y
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PREPAINTED TRIM
26 Ga. GALV. STEEL
CONTINUOUS BUTYL
(BY OTHERS)

12" Min.

PERFORATION REQUIRED
FOR WATER DRAINAGE
STRUCTURAL GIRT

(BY OTHERS)
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SELF ADHESIVE N Nooooooooooooooooooooqpooid
VAPOR BARRIER MEMBRANE <1
(BY OTHERS)

WOOL INSULATION
(BY OTHERS)
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