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ARCHITECTURAL PANEL SYSTEM
NOROC - L, TYPICAL DETAIL NO. ROC - IC 4.02
EXTERIOR CORNER - EXAMPLE 2

IMPORTANT NOTE:
THE PRESENT DETAIL IS APPLICABLE ONLY FOR
BUILDINGS OF HEIGHTS LESS THAN 10 METERS.

6" FIXING CLIPS (Typ.)
16 Ga. Min. GALV. STEEL
@ 36" 0./C. (BY OTHERS)

FILL GAP WITH

TOUCH 'N FOAM FIREBREAK
FLAME RESISTANT SEALANT
(OR EQUIVALENT)

©7
>
68" FASTENER
18 Ga. GALV. STEEL

@ 36" 0./C.

26 Ga. EXTERIOR CORNER METAL
TRIM SLIDE IN THE FASTENER

SELF ADHESIVE VAPOR
BARRIER MEMBANE

VARIABLE

TEK SCREW #8 x 3/4" (Typ.)
@ 16"0/C

PANELS AT 45°
(CUT ON SITE)

[ FRe-RATED

INTUMESCENT SEALANT
METACAULK BLAZE SEAL
(OR EQUIVALENT)

L \ FIRE-RATED

INTUMESCENT SEALANT
METACAULK MC 150+
(OR EQUIVALENT)

e ) \ CONTINUOUS ANGLE

, (BY OTHERS)

\//
GIRT s B
(BY OTHERS)

\ NOROC WALL PANEL

MINERAL FIBER

VARIABLE

NOTE: THE COLUMN BASE PLATES MUST NOT
EXCEED GIRT WIDTH.
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